
Preexisting Average Grade 
This handout to be used in conjunction with Chapter 70 of the Town of North Hempstead Code 

 
Requirement: In all residential zoning districts, new construction is limited to a maximum height of 

30 feet.  The maximum height to the uppermost eave shall be 22 feet.   

  

When Required: Construction of a new dwelling, two-story or second story addition.  

  

Building Height: The vertical distance measured from the average level of the preexisting grade at the 

perimeter of the building to the highest point of the roof. 

  

Eave Height: The top of the uppermost wall plate, as measured from the average level of the 

preexisting grade at the perimeter of the building.  

  

Preexisting grade: The elevation of the land prior to commencement of any alteration, grading or 

construction at the premised. 

  

Explanation: To determine the preexisting average grade you must superimpose the perimeter of the 

proposed dwelling onto the topographical survey of the existing property to determine 

the existing elevations of the property at the corners of the proposed building before any 

re-grading of the property occurs.   

 

The following is an example of the diagram and calculation which must be provided on the plans: 

 

 

 

Calculation 
 

 

145.30 + 143.64 = 288.94 / 2 = 144.47 x 41 = 5923.27 

143.64 + 150.00 = 293.64 / 2 = 146.82 x 14 = 2055.48 

150.00 + 151.56 = 301.56 / 2 = 150.78 x 23 = 3467.94 

151.56 + 153.00 = 304.56 / 2 = 152.28 x 24 = 3654.72 

153.00 + 152.96 = 305.96 / 2 = 152.98 x 18 = 2753.64 

152.96 + 145.30 = 298.26 / 2 = 149.13 x 38 = 5666.94 

000.00 = 000.00 = 000.00 / 0 = 000.00 x158  23,521.99 

 

23,521.99 / 158 = 148.87 

 

The preexisting average grade = 148.87’ 

 

 Once the preexisting average grade is determined, it must be shown on the elevations along which 

the elevation of the top of foundation, eave height and building height. 

 The approved plans for new dwellings and two-story additions will be stamped with 

“FOUNDATION LOCATION SURVEY REQUIRED PRIOR TO FRAMING”.  The foundation 

location survey must provide the elevation of the top of foundation. 

 The approved plans for new dwellings, two-story additions and second story additions will be 

stamped with “UPDATED SURVEY WITH RIDGE AND EAVE HEIGHT IS REQUIRED 

AFTER FRAMING”       
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